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FABRICATE CURTAIN WALL WITH CORRUGATIONS VERTICAL

METAL CURTAIN WALL

BAND TO BE SAME THICKNESS
AS CURTAIN WALL NMATERIAL

TABLE FOR METAL CURTAIN WALL

FOR ROUND OR ELLIPTICAL FIPE

DIA. [GALV. SHT.[ W H
IN. [ THICK IN. IN. IN.
18 | 0.064 72 35
71 | 0.064 T2 35
24 | 0.064 Tz 40
30 | 0.064 84 40
36 | o0.019 84 49
42 | 0.079 96 49
48 | 0.079 96 43
54 | 0.079 120 58-1/2
60 | 0.109 120 [58-1/2
66 | o.109 132 [58-1/2
T2 | 0.108 152 [68-1/2
T8 | 0.138 132 |eB-1/2
64 | 0.138 144 68-1/2
FOR PIPE ARCH
B2 0.064 72 30
B-3 0.064 72 30
B4 0.079 84 30
B 0.073 84 30
B=6 0.109 96 35
B-7 0.109 96 35
B-8 0.109 108 35
B-9 0.109 120 35
B-10 0.138 120 40
B-11 0.168 125 50
B-12 0.168 131 54

9-1/2" FOR 15" PIPE
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D.138 INCH THICK GALVANIZED
PLATE WELDED TO BOTTOM

SECTION B-B

NON-RODDED END

157 OR 18"
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SECTION A-A

WELD STUB TO RISER

5 CORRUGATION STUBS
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12" MIN.

PLAN

METAL INLETS

MISSOURT HIGHWAY AND TRANSPORTATION
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METAL CURTAIN WALL
AND
METAL INLETS
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